@/[//]@ All VJﬁ [ransmission O/l (including SW)

GHT BANDS Reception fncuding Amesw)

| |/ OFm 1| o

' @wouxun
KG-UVOB0P |

Tmo | 2wz | Besk | Aol Swi Bmm | 7sn . Bme

KG-UV950P

QUAD Bands TransmissiON(including SW)

€ight Bands Receptioncinciuding Amesw) E?E
= Twin Band Simultaneous Reception(V-V,U-U,V-U)  Gwouan,

= Duplex Communication(Cross-Band mode) E

= Same-Band Repeat on two Combined Radios -

= Duplex Cross-Band Repeat (Standard Configuration) CE06780® FC .,‘,,’.., REACH @:@:@) eathooiam

Approved Code by Ministry of Industry and Information This product has been patented, imitation is not permitted.
Technology of the People's Republic of China: Patent No. for the Appearance:

ZL.201130252178.2 (Mobile Base Transceiver)
CMIIT ID:2010FP6596 ZL201130252179.7 (Hand Microphone)
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Fwouxun’ KG-UV950P

U.V.SW MOBILE TRANSCEIVER WITH MULTI

Description of Functions BANDS AND MULTI FUNCTIONS
= Different Bands TX/RX for different areas: = QT/DQT Encoding/Decoding * APO Power Management
FM:TX 26-29.995MHz / 50-53.995MHz / QT/DQT Scanning * Voice Guide(Chinese/English)
136-174.995MHz / 400-480.995MHz Non-standard CTCSS/DCS Setting Freely = Automatic Temperature Detection
FM:RX 26-29.995MHz / 50-53.995MHz / = Same-Band Repeat on two Combined Radios = Lowest Working Votalge setting
65-108.000MHz / 108-180.995MHz / = High power output (VHF:50W, UHF:40W) = Stun/Kill function
320-349.995MHz / 400-480.995MHz / = Dual Track and Multi-way Loudspeakers = Single Audio Pulse Frequency
700-987.995MHz = Hand Microphone DTMF with Loudspeaker,  (2100Hz/1750Hz/1450Hz/1000Hz
AM:RX 108-135.995MHz Receiving Indicator and Volume Adjuster (able to Activate Repeating)
* Twin Band /Same Band Simultaneous Reception = Caller ID Display = Multiple Backlight Color Selectable
= Dual Display = DTMF Encoding and Decoding = Scan Channel Adding/Deleting
Large Screen with Dual Display& Independent Operating = Group Calls, All Calls and Selective Calls = Grouping Channel Scanning
= 999 Memory Channels = 8 groups of Scrambler(Standard = Multiple Scanning Way(SE/CO/TO)
(Grouping Channels, Group Channel Name Programming)  Configuration) = Remote Control Setting
* Front Panel and Radio body Flexiable for Separation = Priority Channel Scanning = Multiple settings for Cooling Fan

= Duplex mode (Cross-Band Simultaneous TX&RX) = Wide/Narrow Bandwidth Selectable
= Duplex Cross-Band Repeat (Standard Configuration) (25KHz/12.5KHz)

Technical Specification

General Receiver | Wide Bandwidth | Narrow Bandwidth | Transmitter Wide Bandwidth | Narrow Bandwidth
T — Afecent hanndl | <70dB | <60dB Type of Modulation | 16K F3E 11K F3E
Frequency Range | Suitable for any Region | Intermodulation | <65dB | <60dB Adjacent Channel Power | =70dB | =60dB
of any Country Spurious Rasponse <70dB | =70dB Spurious =60dB ‘ =60dB
5KHz/6.25KHz / 10KHz/ | Audio Response | +1~ -3dB(0.3-3KHz) | +1~-3dB(0.3~2.55KHz) | Audio Response +1~-3dB(0.3~3KHz) \ +1~-3dB(0.3~2. 55KH2)
Step Frequency 12.5KHz / 20KHz / 25KHz / : ] :
30KHz / 50KHz / 100KHz Slgnal to Noise Raho >454B | =40dB Max. Frequency Deviation | £ SKHz | +2.5KHz
Memory Channels 989 Audio Distortion | <:5% Frequency Stability +2.5ppm
Work Mode | F2DIF3E | Autio Power | TrANSCEIVEr<3W Audio Distortion <5%
Operating Temperature | -20°C~+40C okt bl S 50W / 20W / 10W / 5W (VHF)
Antenna Impedance [ 500 400.000-479.995MHz:0.25uV/(13dB SINAD) 40W / 20W / 10W / 5W (UHF)
- . I . , 136.000-174.995MHz:0.25u\/(13dB SINAD) =
Power Requirsment. | 138VDC 16 (Nagatve Grourded) Sensitivity 50.000-53.995MHz:0.25uV(130B SINAD)
Weight 14378 (incusing Microphone) 26.000-29.995MHz:0.25uV(13dB SINAD)
320.000-349.995MHz:0.25uV(13dB SINAD)
Dimensions | 140x44x207(mm) 700.000-985.995MHz:-97.0dBm(13dB SINAD)

Note: Different countries or areas are differing from the specific apphcable working freguencies and parameters.

Specifications are subject to change without notice.

Standard Accessories
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Hand Inclined Switchboard ~ Flat Switchboard Mobile Mounting Remote Front Mobile Power  Extension Screw Sets Hand Fuse User's Manual
Microphone  Panel (Already Installed Panel Bracket Panel Bracket ~ Cord Cable (580-001) Microphone  (15A 32V)
(MMO-003)  ©on Mabile Transceiver) (SA0-002) (MBO-001) (RBO-001)  (PWO-002)  (SCO-002) Hook (FUO-001)
(SA0-001) (HHO-001)

Optional Accessories

@ O . | o8 e Q9 %0 —
S e 1 oW (A) USB Programming  Motile antenna  Direciional Anfennia  Strong Magnefic  Strong Magnetic Mount  Clamps Install Clamps Install  Connection Cable Mobile
Dimensions (L x W x H) Cable (ANO-015) EAooo :hu:z oy 250 B2 80mM) Mount Mount (SCo-001) Speaker / Mic
205 x 155 x 70 (mm) S& dia.: Imim
HE (PCO-003) i (ANO-017) (ANO-018) (ANO-019) (MMO-002)

Made by: Quanzhou Wouxun Electronics Co., Ltd.
Add: No.928 Nanhuan Road, Jiangnan High Technology Industry Park,

Quanzhou, Fujian 362000, China
Tel: +86-595-28051265  Fax: +86-595-28051267
Hittp://iwww.wouxun.com E-mail: wouxun@wouxun.com
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